


SPECIFICATIONS FOR PE LINER TANKS

*Measurements are subject to change without notice and are for reference only.
*Please refer the individual drawing for dimension, volumes and weight etc.
NOTE: Flexible connections must be installed between hard piping and tank opening. Failure to install �ex connection properly with the vessel will
void the warranty.

NOTE: An adequate vacuum breaker must be installed if negative pressure exceed 127mmHg (5” Hg) inside.

 

Tank 
 Dia.

Tank Size Opening Total Height   

in.  mm. Top Bottom (LA) mm. (LB) mm.

24 in.
24X72 610x1829 4"-8UN \ 1880 1743 

24x72 610x1829 4"-8UN 4"-8UN 2090 1764 

30 in.
30X72 762x1829 4"-8UN \ 2003 1775 

30X72 762x1829 4"-8UN 4"-8UN 2105 1772 

36 in.

36X72 914x1829 4"-8UN \ 2042 1776 

36X72 914x1829 4"-8UN 4"-8UN 2160 1791 

36X72 914x1829 6" FLG \ 2090 1825 

36X72 914x1829 6" FLG 2210 1922 

42 in. 42X72 1067x1829 6" FLG 2289 1854 

48 in. 48X72 1219x1829  6" FLG 2335 1932 

63 in.
63X67 1600x1702 6" FLG 2068 1704 

63X86 1600x2184 6" FLG 2513 2164 
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